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SPT ライトヘッドおよび媒体モデルを Fig.1 に示
す。SPT ヘッドを 20nm の立方体セルで分割し、DFT
による計算結果を比較した。DFT 計算に必要な最小
セル数は 102x102 セルであるが、ここでは、セル数
として 104x104 セルを選択する。FFT 計算は 128x128
セルと計算精度確認のため 256x256 セルで実施した。
Fig.2 に DFT と FFT の計算結果を示す。同図より、
DFT と FFT は良好に一致しており、計算精度も問題




Fig.1 のモデルを 10nm の立方体セルに分割し、
2400 回反復計算させた場合の計算時間と計算に必
要なメモリを Table2 に示す。この表から本システム




































































Fig. 2 Comparison of SPT head field distributions along down-track 
directions for various FFT (DFT) entries. Only SPT head fields are 
compared to clarify the difference. 20-nm-cell models. 
TABLE 2 
VARIOUS COMPUTATION SYSTEMS AND COMPARISON OF ELAPSED 
CALCULATION TIME AND CPU MEMORY REQUIREMENT FOR TYPICAL 
10-NM-CELL MODEL WITH 2400 TIME STEPS.  
 
(A) COMPUTATION SYSTEM SPECIFICATIONS 
System Algorithm CPU Number of CPUs Language
A Direct Xeon 64-bit 1 C++
B Direct Pentium 4 8 (MPI) Fortran90
C FFT Xeon 64-bit 1 C++
D DFT Pentium 4 1 Fortran90
E DFT Pentium 4 8 (MPI) Fortran90  
 
(B) CALCULATION TIME AND CPU MEMORY REQUIREMENT 
 －2－ 
System Elapsed calculation time CPU memory (MB)
A 1000 days (estimated) 4100 x 1
B 33 days (measured) 1300 x 8
C 2.5 days (measured) 5800 x 1
D 18.5 hours (measured) 1509 x 1
E 5.0 hours (measured) 442 x 8  
 
